
 VG COLD-WATER 
BOOSTER SET

DUTYPOINT.COM



Light-duty IE5 variable 
speed booster sets.
PRODUCT OVERVIEW

  Highly efficient IE5 permanent-magnet variable 
speed motors for class-leading efficiency

  Common fault volt-free contact as standard

  Pressure sensor for each pump ensures 
redundancy in case of component failure

  All functions accessed via built-in controls –  
no external controller required

  24-hour delivery on popular models

VG



Key Features Specification

The Dutypoint VG is a compact, cost-effective cold-water 
booster set that is ideal for a wide range of residential 
and commercial applications. Despite its compact 
design, the Dutypoint VG includes technology normally 
associated with larger booster sets, including fault 
signals, BMS integration, error code display and a 
full-size control panel as standard.

The addition of high-efficiency pumps with permanent 
magnet motors allows class-leading IE5 energy efficiency, 
reducing running costs.

PRODUCT OVERVIEW

  IE5-rated permanent-magnet motors for highly 
efficient operation 

  Low-water cut-out contacts in panel

  Anti-vibration mounts reduce system noise 

  Error code display allows simple fault diagnosis 

  IP55-rated control panel allows for simple and safe 
maintenance 

  Cyclic duty changeover ensures even wear across 
pumps

  Common fault volt-free contact for connection to 
building management systems

  External start/stop contact for connection to external 
control systems 

  RS485 connections for connection to Modbus

MATERIAL SPECIFICATION

Manifolds AISI 304 stainless steel

Isolation valves Nickel-plated brass

Non-return valves Brass

Pressure transducers AISI 304 stainless steel

Pump casing AISI 304 stainless steel

Pump impellers AISI 304 stainless steel

Mechanical seals Silicon carbide, graphite, EPDM

Pressure vessels WRAS approved

Base plate Powder-coated mild steel

RANGE PERFORMANCE

Number of pumps 1, 2 or 3

Flow range 0.3 - 16.5 l/s

Pressure range 1.5 - 15 bar

Max system pressure 16 bar

Controller type Motor-mounted smart 
controller

Max system temperature 40°C*

Noise data Motor at 3600 rpm 
< 70LpA (dB +/-2)**

IP55 CONTROL PANEL

ENERGY-SAVING, 
HIGHLY EFFICIENT 
IE5 MOTORS

MOTOR-MOUNTED 
VARIABLE-SPEED 

DRIVES

STAINLESS STEEL 
MANIFOLD 
ENSURES 
LONGEVITY

COMPACT FOOTPRINT 
SAVES FLOOR SPACE

QUICK DELIVERY ANTI-VIBRATION FITTED QUIKSWAP™

*Higher temperature options available; please contact the sales 
team. **More specific details available on request.

BMS CONNECTABLE



VG1 - Single Pump
Duty Selector

PRESSURE REQUIRED (UNITS DISPLAYED IN LITRES PER SECOND)

2.5 bar 3.0 bar 3.5 bar 4.0 bar 4.5 bar 5.0 bar 6.0 bar 7.0 bar 8.0 bar

Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate

1 0.7 1 0.6 1 0.5 1 0.4 1 0.3 2 0.6 3 0.8 3 0.6 4 0.8

2 1.2 2 1.1 2 1 2 0.8 2 0.7 3 0.9 4 1.1 4 1 5 1.1

3 1.4 3 1.3 3 1.2 3 1.1 3 1 4 1.2 5 1.33 5 1.2 8 1.2

6 2 6 1.7 6 1.5 4 1.3 4 1.3 7 1.5 7 1.2 8 1.5

7 2.5 7 2.3 7 2 6 1.2 7 1.7 8 2 8 1.7

9 2.9 8 2.7 8 2.5 7 1.8 8 2.1 11 3.1 11 2.4

10 4 9 2.3 10 3 8 2.3 10 2.2 13 2.6

12 4.4 10 3.5 11 4.2 10 2.6 11 3.5

13 5.5 11 4.5 13 4.1 11 3.9 13 3

12 3.3 13 3.5

13 4.8

DUTY

VG MODEL

Ref Model no.

1 VG1-1HME05-LSM

2 VG1-3HME05-LSM

3 VG1-3HME07-LSM

4 VG1-3HME09-LSM

5 VG1-3HME12-LSM

6 VG1-5HME04-LSM

7 VG1-5HME06-LSM

8 VG1-5HME08-LSM

9 VG1-5HME10-LST

10 VG1-10HME02-LSM

11 VG1-10HME03-LSM

12 VG1-10HME04-LST

13 VG1-15HME02-LSM

14 VG1-15HME03-LST

VG2 - Twin Pump
Duty/Standby Selector

PRESSURE REQUIRED (UNITS DISPLAYED IN LITRES PER SECOND)

2.5 bar 3.0 bar 3.5 bar 4.0 bar 4.5 bar 5.0 bar 6.0 bar 7.0 bar 8.0 bar

Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate

1 0.7 1 0.6 1 0.5 1 0.4 1 0.3 2 0.6 3 0.8 3 0.6 4 0.8

2 1.2 2 1.1 2 1 2 0.8 2 0.7 3 0.9 4 1.1 4 1 5 1.1

3 1.4 3 1.3 3 1.2 3 1.1 3 1 4 1.2 5 1.3 5 1.2 8 1.2

6 2 6 1.7 6 1.5 4 1.3 4 1.3 7 1.5 7 1.1 8 1.5

7 2.5 7 2.3 7 2 6 1.2 7 1.7 8 2 8 1.7

9 2.9 8 2.7 8 2.5 7 1.8 8 2.1 11 3.1 11 2.4

10 4 9 2.3 10 3 8 2.3 10 2.2 13 2.6

12 4.4 10 3.5 11 4.2 10 2.6 11 3.5

13 5.5 11 4.5 13 4.1 11 3.9 13 3

12 3.3 13 3.5

13 4.8

DUTY STANDBY

VG MODEL

Ref Model no.

1 VG2-1HME05-LSM

2 VG2-3HME05-LSM

3 VG2-3HME07-LSM

4 VG2-3HME09-LSM

5 VG2-3HME12-LSM

6 VG2-5HME04-LSM

7 VG2-5HME06-LSM

8 VG2-5HME08-LSM

9 VG2-10HME02-LSM

10 VG2-10HME03-LSM

11 VG2-10HME04-LST

12 VG2-15HME02-LSM

13 VG2-15HME03-LST



VG2 - Twin Pump
Duty/Assist Selector

VG MODEL

Ref Model no.

1 VG2-1HME05-LSM

2 VG2-3HME05-LSM

3 VG2-3HME07-LSM

4 VG2-3HME09-LSM

5 VG2-3HME12-LSM

6 VG2-5HME04-LSM

7 VG2-5HME06-LSM

8 VG2-5HME08-LSM

9 VG2-10HME02-LSM

10 VG2-10HME03-LSM

11 VG2-10HME04-LST

12 VG2-15HME02-LSM

13 VG2-15HME03-LST

PRESSURE REQUIRED (UNITS DISPLAYED IN LITRES PER SECOND)

2.5 bar 3.0 bar 3.5 bar 4.0 bar 4.5 bar 5.0 bar 6.0 bar 7.0 bar 8.0 bar

Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate

1 1.4 1 1.2 1 1 1 0.9 1 0.6 2 1.3 3 1.5 3 1.2 5 1.7

2 2.4 2 2.2 2 1.9 2 1.7 2 1.5 3 1.8 4 2.2 4 2 8 2.2

3 2.7 3 2.6 3 2.4 3 2.2 3 2 4 2.5 5 2.7 5 2.4 8 2.3

6 4 6 3.4 6 2.9 4 2.7 4 2.6 7 3 7 2.3 8 2.9

7 5 7 4.5 7 4.1 6 2.4 7 3.3 8 4 8 3.4

9 5.9 8 5.3 8 5 7 3.7 8 4.3 11 6.2 11 4.9

10 8 9 4.6 10 6 8 4.6 10 4.3 13 5.1

12 8.9 10 7 11 8.3 10 5.1 11 6.9

13 11 11 9 13 8.1 11 7.7 13 6.1

12 6.7 13 6.9

DUTY ASSIST VG3 - Triple Pump
Duty/Assist/Standby Selector

PRESSURE REQUIRED (UNITS DISPLAYED IN LITRES PER SECOND)

2.5 bar 3.0 bar 3.5 bar 4.0 bar 4.5 bar 5.0 bar 6.0 bar 7.0 bar 8.0 bar

Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate

1 1.8 1 1.3 2 1.9 2 1.7 2 1.5 2 1.3 3 1.5 3 1.2 4 1.7

2 2.4 2 2.2 3 2.4 3 2.2 3 2 3 1.8 4 2.2 4 2 5 2.2

3 2.7 3 2.6 6 2.9 4 2.7 4 2.6 4 2.5 5 2.7 5 2.4 7 2.3

6 4 6 3.4 7 4.1 6 2.4 7 3.3 7 3 7 2.3 8 2.9

7 5 7 4.5 8 5 7 3.7 8 4.3 8 4 8 3.4

9 5.9 8 5.3 10 6 8 4.6 10 4.3 11 6.2 11 4.9

10 8 9 4.6 11 8.3 10 5.1 11 6.9 13 5.1

12 8.9 10 7 13 8.1 11 7.7 13 6.1

13 11 11 8.9 13 6.9

12 6.7

13 8.9

DUTY STANDBYASSIST

VG MODEL

Ref Model no.

1 VG3-1HME05-LSM

2 VG3-3HME05-LSM

3 VG3-3HME07-LSM

4 VG3-3HME09-LSM

5 VG3-3HME12-LSM

6 VG3-5HME04-LSM

7 VG3-5HME06-LSM

8 VG3-5HME08-LSM

9 VG3-10HME02-LSM

10 VG3-10HME03-LSM

11 VG3-10HME04-LST

12 VG3-15HME02-LSM

13 VG3-15HME03-LST



VG3 - Triple Pump
Duty/Assist/Assist Selector

VG MODEL

Ref Model no.

1 VG3-1HME05-LSM

2 VG3-3HME05-LSM

3 VG3-3HME07-LSM

4 VG3-3HME09-LSM

5 VG3-3HME12-LSM

6 VG3-5HME04-LSM

7 VG3-5HME06-LSM

8 VG3-5HME08-LSM

9 VG3-10HME02-LSM

10 VG3-10HME03-LSM

11 VG3-10HME04-LST

12 VG3-15HME02-LSM

13 VG3-15HME03-LST

PRESSURE REQUIRED (UNITS DISPLAYED IN LITRES PER SECOND)

2.5 bar 3.0 bar 3.5 bar 4.0 bar 4.5 bar 5.0 bar 6.0 bar 7.0 bar 8.0 bar

Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate Ref Flow rate

1 2.7 1 2 2 2.9 2 2.5 2 2.2 2 1.9 3 2.3 3 1.8 4 2.5

2 3.6 2 3.2 3 3.6 3 3.2 3 3 3 2.8 4 3.3 4 2.9 5 3.3

3 4.1 3 4 6 4.4 4 4 4 3.7 4 3.7 5 4 5 3.7 7 3.5

6 6 6 5.2 7 6.1 6 3.6 7 5 7 4.5 7 3.4 8 4.4

7 7.6 7 6.8 8 7.5 7 5.5 8 6.4 8 6 8 5.2

9 8.8 8 8 10 9.1 8 6.9 10 6.5 11 9.4 11 7.3

10 12.1 9 7 11 12.5 10 7.7 11 10.4 13 7.7

12 13.3 10 10.5 13 12.2 11 11.6 13 9.1

13 16.5 11 13.4 13 10.4

12 10

13 13.3

DUTY ASSIST ASSIST VG1 Single Pump

DRAWINGS AND DIMENSIONS

Model no.
Motor  
power 
(kW)

Supply 
voltage Amps Weight

(kg)

Dimensions

C (mm) H (mm) DNA 
(inlet)

DNM
(outlet)

VG1-1HME05-LSM 0.37 230/1/50 2.2 20 414 633 1" BSP (F) 1" BSP (F)

VG1-3HME05-LSM 0.55 230/1/50 3.1 20 414 633 1" BSP (F) 1" BSP (F)

VG1-3HME07-LSM 0.75 230/1/50 4.1 20 447 633 1" BSP (F) 1" BSP (F)

VG1-3HME09-LSM 1.1 230/1/50 5.9 25 487 633 1" BSP (F) 1" BSP (F)

VG1-3HME12-LSM 1.5 230/1/50 7.8 25 547 633 1" BSP (F) 1" BSP (F)

VG1-5HME04-LSM 0.75 230/1/50 4.1 20 416 693 1 ¼" BSP (F) 1" BSP (F)

VG1-5HME06-LSM 1.1 230/1/50 5.9 20 454 693 1 ¼" BSP (F) 1" BSP (F)

VG1-5HME08-LSM 1.5 230/1/50 7.8 25 504 693 1 ¼" BSP (F) 1" BSP (F)

VG1-5HME10-LST 2.2 400/3/50 5.9 28 554 693 1 ¼" BSP (F) 1" BSP (F)

VG1-10HME02-LSM 1.1 230/1/50 5.9 20 422 702 1 ½" BSP (F) 1 ¼" BSP (F)

VG1-10HME03-LSM 1.5 230/1/50 7.8 20 422 702 1 ½" BSP (F) 1 ¼" BSP (F)

VG1-10HME04-LST 2.2 400/3/50 5.9 26 454 702 1 ½" BSP (F) 1 ¼" BSP (F)

VG1-15HME02-LSM 1.5 230/1/50 7.8 20 457 702 2" BSP (F) 1 ½" BSP (F)

VG1-15HME03-LST 2.2 400/3/50 5.9 26 505 702 2" BSP (F) 1 ½" BSP (F)



VG2 Twin Pump

DRAWINGS AND DIMENSIONS

Model no.
Motor  
power 
(kW)

Supply 
voltage Amps Weight

(kg)

Dimensions

C (mm) H (mm) DNA 
(inlet)

DNM
(outlet)

VG2-1HME05-LSM 0.37 230/1/50 4.5 75 776 1008 2" BSP (M) 2" BSP (M)

VG2-3HME05-LSM 0.55 230/1/50 6.1 85 776 1008 2" BSP (M) 2" BSP (M)

VG2-3HME07-LSM 0.75 230/1/50 8.1 90 810 1090 2" BSP (M) 2" BSP (M)

VG2-3HME09-LSM 1.1 230/1/50 11.7 95 850 1090 2" BSP (M) 2" BSP (M)

VG2-3HME12-LSM 1.5 230/1/50 15.6 100 910 1090 2" BSP (M) 2" BSP (M)

VG2-5HME04-LSM 0.75 230/1/50 8.1 80 797 1053 2" BSP (M) 2" BSP (M)

VG2-5HME06-LSM 1.1 230/1/50 11.7 90 836 1151 2" BSP (M) 2" BSP (M)

VG2-5HME08-LSM 1.5 230/1/50 15.6 100 836 1151 2" BSP (M) 2" BSP (M)

VG2-5HME10-LST 2.2 400/3/50 11.7 104 891 1151 2" BSP (M) 2" BSP (M)

VG2-10HME02-LSM 1.1 230/1/50 11.7 100 832 1211 2 ½" BSP (M) 2 ½" BSP (M)

VG2-10HME03-LSM 1.5 230/1/50 15.6 110 832 1211 2 ½" BSP (M) 2 ½" BSP (M)

VG2-10HME04-LST 2.2 400/3/50 11.7 114 819 1211 2 ½" BSP (M) 2 ½" BSP (M)

VG2-15HME02-LSM 1.5 230/1/50 15.6 110 915 1251 3" BSP (M) 3" BSP (M)

VG2-15HME03-LST 2.2 400/3/50 11.8 114 870 1251 3" BSP (M) 3" BSP (M)

VG3 Triple Pump

DRAWINGS AND DIMENSIONS

Model no.
Motor  
power 
(kW)

Supply 
voltage Amps Weight

(kg)

Dimensions

C (mm) H (mm) DNA 
(inlet)

DNM
(outlet)

VG3-3HME03-LSM 0.37 230/1/50 6.7 110 737 1008 2" BSP (M) 2" BSP (M)

VG3-3HME05-LSM 0.55 230/1/50 9.2 125 777 1008 2" BSP (M) 2" BSP (M)

VG3-3HME07-LSM 0.75 230/1/50 12.2 130 810 1090 2" BSP (M) 2" BSP (M)

VG3-3HME09-LSM 1.1 230/1/50 17.6 140 850 1090 2" BSP (M) 2" BSP (M)

VG3-3HME12-LSM 1.5 230/1/50 23.4 145 910 1090 2" BSP (M) 2" BSP (M)

VG3-5HME04-LSM 0.75 230/1/50 12.2 115 798 1069 2" BSP (M) 2" BSP (M)

VG3-5HME06-LSM 1.1 230/1/50 17.6 120 836 1151 2" BSP (M) 2" BSP (M)

VG3-5HME08-LSM 1.5 230/1/50 23.5 130 886 1151 2" BSP (M) 2" BSP (M)

VG3-5HME10-LST 2.2 400/3/50 17.6 136 901 1151 2" BSP (M) 2" BSP (M)

VG3-10HME02-LSM 1.1 230/1/50 17.6 145 832 1211 2 ½" BSP (M) 2 ½" BSP (M)

VG3-10HME03-LSM 1.5 230/1/50 23.4 150 832 1211 2 ½" BSP (M) 2 ½" BSP (M)

VG3-10HME04-LST 2.2 400/3/50 17.6 156 829 1211 2 ½" BSP (M) 2 ½" BSP (M)

VG3-15HME02-LSM 1.5 230/1/50 23.4 175 910 1251 DN100 DN80

VG3-15HME03-LST 2.2 400/3/50 17.7 181 936 1251 DN100 DN80
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VGx-5HME VGx-10HME
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Fully bespoke 
booster sets 

We offer a fully bespoke service, from design to commissioning 
and ongoing maintenance. Speak to our in-house design team 

who will work with you to create a bespoke unit.

To discuss our bespoke booster sets, call us now on 
01452 300110 or email enquiries@dutypoint.com



01452 300110 
ENQUIRIES@DUTYPOINT.COM 
DUTYPOINT.COM

Let’s talk about 
the VG booster set 


